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COMANDI E LUCI DI CONTROLLO

CONTROLS AND LIGHTS

MOTOCICLO 860 GTS

Comand| (ved| fig. 3)

1 - Leva comande camblo

2 - Lave awviamenlo pedals

3 - Leva freno anterlore

4 - Manopola comanda acceleratore
5 - Cruscotto

8 - Lavetta starter

7 - Lava frizione

& = Lova Trano posteriore

Cruscollo (vad! fig, 4)

1 - Contachllometrl

2- Contaglel

3« Spla N = cambio In folle » (gialle)

4.~ Spla Hi « abbaglianta » (rosso)

b-38pla G «chiave Inseritas (rosdo)

B - Spln ¢ « lampegglator] di direziones (glalla)
7= Bpin L o fucls (verde)

8 - Commutatora per claxon « clltd/campagna »

8 = Interruttore @ chiave
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860 GTS MOTORCYCLE

Controls (ses fig, 3)

—

- Goar change lever
- Starting arficulated laver

e N

- Fiont brake contral lever
4 - Acealarator hand grip

§ - Dashboard

§ - Choke levar

7= Cluteh lover

B - Rear brake conlrol lever

Dashboard {zea fig, 4)

1 = Gpeedometar

2 - Rav. counter

3= N wam, light “Neutral goar (yellow}
4 = Hi warn, llght "Maln beam' {rad)
5+ G wam, light “Inserted kay" (red)
6 - ¢ warn. light "Flashers” (yellow]
7-L wam. light "Llghts" |grean)

B - City/Country horn switeh

8- Kay swltch
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RIMONTAGGIO MOTORE SUL VEICOLO

Rimontaggio del motore sul veicolo

Dopo avere terminato la riparazione del motore occorre

provvedere a rimontarto sul veicolo,

Per fare questo lavoro occorre!

1) Appoggiare il motore su un supporto, avendo cura
di sistemarlo nella sua normale posizione,

2) Sollevare il veicolo con una piccola gru, o con un

paranco, ¢ presentarlo sopra al motore avendo cura
di innestarlo nella giusta posizione (ved; fig. 14).
E consigliabile prima posizionare un foro di fissag:
gio, montare subito un bullone ¢ provvedere poi a
posizionare e montare gli altri. Quando tufti | bul-
loni di fissaggio del motore sono montati si puo prov-
vedere al bloccaggio dei rispettivi dadi, con coppia
di 4 Kem,

Dopo avere terminato il montaggio del motore sul veicolo

occotre:

1) Rimontare il cavalletto laterale.

2) Ricollegare i cavi dell'alternatore al regolatore,

3) Ricollegare i cavi dell'accensione elettronica ai due
trasduttori.

4) Rimontare il tirante dell'avviamento eletirico che
viene dal solenoide (solo nei motocicli provvisti di
avv. elettrico).

5) Ricollegare il cavo elettrico al motorino (solo nei casi
di motocicli provvisti di avviamento elettrico).

6) Ricollegare al rinvio contagiri la relativa trasmis
sione.

7) Rimontare la catena,

8) Rimontare il coperchio selettore cambio.

9) Rimontare la leva avviamento,

ID} Ricollegare il filo della frizione alla relativa leva,

11) Rimontare i due carburatori,

12) Rimontare i tubi di scarico e i silenziatori.

13) Rimontare il serbatoio del carburante.

14) Ricollegare i tubi della benzina,

15) Rimontare i coperchi laterali.

16) Rimettere I'olio nel carter motore (vedi « Lubrifica-
zipne »).

REASSEMBLING OF THE MOTORCYCLE

Reassembling the engine on the vehicle

After reassembling of the engine the same engine must

be fitted on the frame,

Process is as follows:

1) Place the engine on a support, taking care it is in the
standard assembly position,

2) Lift the frame with a small crane and bring it on the
engine, being careful to place it in the correct position
(see fig, 14),

It is advisable first, to position a fixing hole, screwing
its bolt, then position and screw down the others,

When all fixing bolts of the engine are fitted, you are
in condition to tighten the nuts, at a torque of 4 Kgm,

After fitting the engine on the frame, follow these instruc-
tions:
1) Reht the side stand.
2) Reconnect the alternator cables to the regulator,
3) Reconnect the electronic ignit, cables to the transdu-
CErs,
4) Refit the electric starter tie-rod coming from the sole-
noid (for motoreveles with electric starter only),

5) Reconnect the electric cable to the start motor (for
motorcycles with electric starter only).
6) Reconnect the rev, counter cable to its transmission,

) Refit the chain,

) Refit the gear selector cover,

) Refit the starting lever,

) Reconnect the clutch control cable to its lever,
) Refit the two carburetors,

) Refit the exhaust pipes and mufflers.

) Refit the gas tank,

) Refit the petrol pipes.

) Refit the side covers.
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6) Refill the crankcase with oil (see “Lubrication”).
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